


Model VS132

Wireless
Transmission

Protocol LoRaWAN®

Frequency CN470/IN865/RU864/EU868/US915/AU915/KR920/AS923-1&2&3&4

Max Tx Power 16 dBm (868 MHz)/22 dBm (915 MHz)/19 dBm (470 MHz)

Sensitivity -137 dBm@300bps

Mode OTAA/ABP Class C

People Counting

ToF FoV 92.5° Horizontal, 67° Vertical

Detection Range 0.5 to 3m

Installation Height ≤ 3m

Accuracy >99.5%

Local Storage 1, 000, 000 data records

Advanced Setting Entrance and exit area customization

Interface

Wi-Fi IEEE 802.11 b/g/n, 2.4GHz, only support configuration

Ethernet Port 1×RJ45 10/100 Mbps Ethernet Port (PoE PD), provides CGI for integration

Power Input 2-pin 5.08 mm Terminal Block

Physical
Characteristics

Power Supply
DC 12V/2A by Terminal Block

1×802.3 at PoE input

Power Consumption Typical 7.5 W, max 28 W

Operating Temperature -10°C ~ +60°C

Storage Temperature -20°C ~ +60°C

Relative Humidity 0 ~ 95% (Non-condensing)

Color & Material Black, Aluminum Alloy

Weight 296 g

Dimension 140×50×50 mm (5.51×1.97×1.97 in)

Installation Ceiling Mounting, Wall Mounting, Embedded Mounting
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